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Phosphorus source: (TCP) Tricresyl Phosphate (C21H2104P) blended in zero sulfur diesel fuel

Amount of P exposure/unit Corresponding Time*
volume catalyst on engine
250 minutes 10 (g/L) 10000 hrs

*Assuming 800 ppm P in oil, 20L catalyst volume

Phosphorus Deposition
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XRF Quantitative Analysis
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Over SCR catalysts

— P similarly impacts both NH; and NO conversions.

Vanadia SCR Zeolite SCR
Catalysts

Exhaust Flow

P distribution
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» Similar amount of
phosphorus adsorbed on
each catalyst

» Non-selective deposition

Summary

300 400
Temperature (°OC)

» P impacts less on zeolite than vanadia catalyst.
» P impacts similarly in broad temp range.

» No drop off in activity at high temperature.

P Effect on SCR Kinetics

Reaction Rates of SCR Catalysts

0
U1

—a— Fresh Vanadia
—e— 3.6¢/L Vanadia
—v— 10g/L Vanadia
—— Fresh Zeolite
—0— 3.69/L Zeolite
—v— 10g/L Zeolite

Ln (r) Moles NO converted/hr

400 °C

0.0012 0.0016 0.0020

Temperature (1/T)

» (<400 °C): Kinetic limited reaction, less P impact

» (>400 °C): Diffusion limited reaction, more P
Impact

» Similar kinetics for both vanadia and zeolite
catalysts

» P capacity: zeolite > vanadia (due to higher zeolite
surface area)

» Increasing a decreases activity with increasing P

» P exposure hinders ammonia conversion over SCR
catalysts.

« Over LNT catalysts

— Zeolite catalyst shows higher P tolerance initially, but both catalysts

had similar deactivation after extended exposure.

— P blocks NH; adsorption sites which prevent NO reduction.

high slip.

— P impacts significantly on NOx storage capacity
leading to decreased NO conversion.
— P impacts more on NOx capacity at low NOx slip than at

— P impacts less on NO oxidation function.

Conclusions

» Phosphorus reduces NOx reduction catalyst performance and increases BSFC penalty.
» Phosphorus impacts LNTs more than SCRs but presents a challenge for both strategies.
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Assumptions
» Constant amount of HC injection for rich pulse
> Constant t, variable t,

» Increase # of rich pulses with decreasing NOx
capacity

Comparison of LNT vs. SCR
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